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easy mounting

Electrical connection CLASS Ⅱ：Neutral /Phase are connected to safety 
switch; for Class Ⅰ earth wire to be connected on earth stud in housing. 
1-10V or DALI incoming wiring is connected to a separate termination 
block.

SILICON GASKET

Housing is made of very 
corrosion resistant die-
cast aluminum. Polyester 
powder coated painting 
after chemical washing 
treatment. 

Gear with Philips /OSRAM driver optional 
programmable, 1-10V or DALI. SPD and EMI as per 
request.

Mounting with two stainless 
steel bolts (extra long bolts for 
small column can be ordered 
with luminaire).

Spigot made of die-cast aluminium, standard 
in same color as body. Universal post top / side 
entry spigot for φ60mm/76mm/50mm.

Level gauge

Flat toughened glass to prevent upward light. Fixed 
to the frame with metal clips for easy replaceabilty. 
Very high light transmission to optimise the Light 
Output Ratio.

Smooth Surface / 
Self-cleaning

Product features

OPTIC EGY Street lamps series 



 

OPTIC EGY SERIES 
   (MINI - SIZE) 

 

 

Features: 

 Streamline appearance design, fashionable and modern modeling.  

 Super-efficient fixture more than 135 LM/W @ 4000  ̊K 

 High constant precision of output current driver with over-temperature protection. 

 IP: 66, IK: 09. 

 Power-off Protection. 

 Class I & II Side entry and post end are available. 
 
 
 
 

Technical Data:  
 
 

Luminaire type OPTIC EGY MINI 

Model OE 30 OE 40 OE 50 OE 60 

Operating 

temperature 
- 40 ̊ C TO + 50 ̊ C 

Supply voltage 120 - 277 Vac 

Electrical Power 30 Watt 40 Watt 50 Watt 60 W 

Luminaire efficacy >  135 Lm/W @ 4000 ̊ K 

CRI ≥  70 (typ. 72) 

CCT 2200 K – 6500 K 

Surge protection 6 Kv (Optional 10-15 Kv) 

Protection Class IP:66 , IK:09 

Power factor > 0.97 

Guarantee 10 Years 
 

Dimensions: 
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OPTIC EGY SERIES 
   (MIDI - SIZE) 

 

 Features: 

 Streamline appearance design, fashionable and modern modeling. 
  Super-efficient fixture more than 135 LM/W @ 4000  ̊K 

 High constant precision of output current driver with over-temperature protection. 

 IP: 66, IK: 09. 

 Power-off Protection. 

 Class I & II Side entry and post end are available. 

 
 
 
 Technical Data: 

 
 
 Luminaire type OPTIC EGY MIDI 

Model OE 75 OE 85 OE 95 OE 110 OE 120 

Operating 

temperature   
   

 
 

Supply voltage 

- 40 ̊ C TO + 50 ̊ C 

120 - 277 Vac 

Electrical Power 75 Watt 85 Watt 95 Watt 110 W 120 W 

Luminaire efficacy > 
 
135 Lm/W @ 4000 ̊

 
K 

CRI ≥
 
70 (typ. 72) 

CCT 2200 K –
 
6500 K 

Surge protection 6 Kv (Optional 10-15 Kv) 

Protection Class IP:66 , IK:09 

Power factor > 0.97 

Guarantee 10 Years 

 Dimensions: 
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OPTIC EGY SERIES 
   (MAXI - SIZE) 

 

 

Features: 

 Streamline appearance design, fashionable and modern modeling.  

 Super-efficient fixture more than 135 LM/W @ 4000  ̊K 

 High constant precision of output current driver with over-temperature protection. 

 IP: 66, IK: 09. 

 Power-off Protection. 

 Class I & II Side entry and post end are available. 
 
 
 
 

Technical Data:  
 
 

Luminaire type OPTIC EGY MAXI 

Model OE 130 – OE 200 

Operating 

temperature 
- 40 ̊ C TO + 50 ̊ C 

Supply voltage 120 - 277 Vac 

Electrical Power 130 – 200 W 

Luminaire efficacy >  135 Lm/W @ 4000 ̊ K 

CRI ≥  70 (typ. 72) 

CCT 2200 K – 6500 K 

Surge protection 6 Kv (Optional 10-15 Kv) 

Protection Class IP:66 , IK:09 

Power factor > 0.97 

Guarantee 10 Years 
 

Dimensions: 
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OPTIC EGY SERIES 
   (UMAXI - SIZE) 

 

 

Features: 

 Streamline appearance design, fashionable and modern modeling.  

 Super-efficient fixture more than 135 LM/W @ 4000  ̊K 

 High constant precision of output current driver with over-temperature protection. 

 IP: 66, IK: 09. 

 Power-off Protection. 

 Class I & II Side entry and post end are available. 
 
 
 
 

Technical Data:  
 
 

Luminaire type OPTIC EGY UMAXI 

Model OE 225 OE 250 OE 275 OE 300 OE 315 

Operating 

temperature 
- 40 ̊ C TO + 50 ̊  C 

Supply voltage 120 - 277 Vac 

Electrical Power 225 Watt 250 Watt 275 Watt 300 W 315 W 

Luminaire efficacy >  135 Lm/W @ 4000 ̊ K 

CRI ≥ 70 (typ. 72) 

CCT 2200 K – 6500 K 

Surge protection 6 Kv (Optional 10-15 Kv) 

Protection Class IP:66 , IK:09 

Power factor > 0.97 

Guarantee 10 Years 
 

Dimensions: 
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Philips Driver 






